
Solvent free waterproof coating

Short drying time

For waterproof coating under ceramic tiles

Simple and quick application by brush, trowel or roller

Not suitable for direct water pressure

For indoor use only

High ability of bridging the cracks

     

PRODUCT

DESCRIPTION

One-component fast setting, permanently elastic waterproof coating based without solvents. Tested in accordance

with EN 14891, coating with low emisions EC1-PLUS.

FIELD OF USE HIDROSTOP DP is intended for protective waterproof coatings under ceramic tiles and to protect moisture sensitive

surfaces. For sealing of floor and wall surfaces of showers, in sanitary areas, bathrooms and laundries. For indoor

use. For adhesion of ceramic tiles onto HIDROSTOP DP used flexible adhesives (class S1), for example KEMAKOL

FLEX 170, KEMAKOL MARMOR 180 etc.

  The product is in accordance with EN 14891 and öNR 22207 W1-W3, class A0. 

PRODUCT

PROPERTIES

Short drying time

For waterproof coating under ceramic tiles

Simple and quick application by brush, trowel or roller

Not suitable for direct water pressure

For indoor use only

High ability of bridging the cracks
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PRODUCT

DATA

 

BASIC

INFORMATION

Appearance

Gray liquid paste - The color can vary from batch to batch, but this does not

have any influence on the quality of installed material.

Packing

7 kg in oval plastic bucket / 595 kg (85 x 7 kg) on pallet

Storage and expiration date

12 months from date of production if stored properly in undamaged original

sealed packaging in dry and cool conditions. Date of production is printed on

packaging.

TECHNICAL DATA

Type of product

Gray liquid paste 

 

Minimum dry coat thickness

0,5 mm (2 layers) 

 

Maximum dry coat thickness

2,0 mm (2 layers) 

 

Read for laying ceramic tiles

Approx.: 3 h 

 

Water vapour permeability coefficient (μ)

Approx.: 2500 
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INSTRUCTIONS

FOR USE

 

CONSUMPTION Approx.: 1,5 kg/m

2

 for mm of thickness or approx.: 0,8 kg/m

2

 for 0,5 mm of thickness

BASE The substrate must be clean and free of all oil, grease, and wax, latex compounds, curing compounds, dust and all

foreign matter. Substrate can be concrete (at least three months old), lime -cement plaster, cement and anhidrid

screed, light and gas concrete, cast asphalt, gypsum plaster, gypsum-cardboards. For high water exposure, moisture

sensitive substrates are not allowed. Irregularities on the surface must be previously repaired.

BASE

PREPARATION

Plasters should be air dried, the reinforced cement floor base and concrete has to be at least 28 days old. Before

use: prime absorbent substrates with KEMAGRUND A or KEMACRYL polymer dispersion diluted with water in the

ratio 1:1. Cracks, damages, segregation nests, and other irregularities on the surface must be previously repaired

with fast-setting levelling compound.

MIX TIME HIDROSTOP DP is ready-use coating, do not mix with other coating substances.

INSTALLATION HIDROSTOP DP has to be stirred thoroughly before use and is then applied using a fur roller or a brush in two to

three rich and even layers. Each layer has to dry completely before the next one can be applied. To avoid cracking

in corners imbed sealing strips (KEMABAND) and preshaped inside and outside corner sealers (KEMABAND CORNER)

and "Wall" and "Floor" seal sleeves KEMABAND SLEEVE) around pipe openings and floor drains into the first

application while wet. All flexible tile and marble adhesives by company KEMA (KEMAKOL FLEX 170, KEMAKOL

MARMOR 180,...) can be used for installations over HIDROSTOP DP.

TOOL HIDROSTOP DP is applied with brush, trowel and roller.

CLEANING OF

TOOL

Clean tools immediately after the use with water.

OPEN TIME Approx.: 15 min. for 1 layer
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LIMITATIONS

 

BASE

TEMPERATURE

+5°C min. / +30°C max.

AIR

TEMPERATURE

+5°C min. / +30°C max.

MATERIAL

TEMPERATURE

+5°C min. / +30°C max.

WARNINGS Times specified in the techical sheet were measured at the temperature of +23°C and relative air humidity of 50

%. Higher temperatures reduce, while lower temperatures prolong those times.

The air, material and base temperature during processing and binding must exceed +5°C. Do not work with

HIDROSTOP DP if the base is frozen or if there is a risk of freezing.

Protect freshly installed material from freezing and other weather conditions. The material should not be used at

(surface, air, material) temperatures lower than +5°C.

  Recommendation: Remains of unhardened/unset material had to be removed in accordance with the legislation.

  Data source: All technical data in this technical sheet was obtained by laboratory research. Actual data may differ

due to different working conditions.

  Local restrictions: Due to specific local regulations the installed product can differ from country to country. For

exact instructions for use a country specific technical sheet should be obtained.

PROOFS

 

NORMS/STANDARDS EN 14891 and öNR 22207 W1-W3, class A0.

SAFETY DATA

 

  HIDROSTOP DP is not hazardous product in accordance with the law.

More data on storage, handling and use of mixture can be found in the safety sheet which contains safety,

toxicological and ecological data. Warnings on the original packaging should also be considered.
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LEGAL BASE

 

  Information and recommendations related to use of KEMA products are presented in good faith and believed to be

correct. The later is based on our knowledge and experience with the products. Information is supplied upon the

condition that products are stored and used according to the recommendations and the persons receiving the same

will make their own determination as to its suitability for their purposes prior to use. No representations or

warranties, either expressed or implied, of merchantability, fitness for a particular purpose or of any other nature

are made hereunder with respect to Information or the product to which information refers. In no event will KEMA

be responsible for damages of any nature whatsoever resulting from the use of or reliance upon Information or the

product to which Information refers. Nothing contained herein is to be construed as a recommendation to the use

any product, process, equipment or formulation in conflict with any patent, and KEMA makes no representation or

warranty, expressed or implied that the use thereof will not infringe any patent. All orders fall under current sales

and supply conditions. The user should always check the latest technical sheet available upon demand.
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