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TECHNICAL DATA SHEET

 All-purpose primer for outside and inside surfaces, for subsequent coating with plasters KEMATERM PL-S, KEMATERM
PL-G, KEMATERM PL-X, KEMATERM PL-MOSAIC, KEMATERM PL-SX and KEMATERM PL-VIVA plasters and all
other finishing plasters. 

 
Bonding promoter and absorption compensation
Facilitates uniform coloration of the final coat
Improves hydrophobic properties of base

  
 

Appearance White liquid 

Packing 5 kg in plastic bucket / 240 kg (48x5 kg) on palette 
25 kg in plastic bucket / 600 kg (24x25 kg) on palette 

Storage and expiration date If the closed bucket is kept in a dry, cool place free of frost, the product can be stored
for 12 months. 

 

Type of product Compound based on organic binder 

Density approx. 1,65 kg/dm3 

Dry matter content approx. 70% 

Grain size max. 0,3 mm 

  
 

approx. 0,4 kg/m² on to standard render coats (single apllication)

approx. 0,20-0,25 kg/m² on to fine render coats
 The base surfaces must be clean, dry, free of frost, free of dust, not water absorptive, free of efflorescence, supporting

and free of loose particles. 
 Pre-treatment of the base:

- Mechanically remove chalking or sanding surfaces.
- Remove forming oil residues from concrete with hot steam or commercially available special forming oil removers.
- Clean dirty surfaces thoroughly with hot steam.
- Treat base surfaces infested with algae with special agent
- Mechanically remove weathered coats of paint with bad adhesion properties.
- Coat damaged and cracked mineral surfaces with stopper mortar, where required reinforce with KEMATERM MTX 240. 
Suitable on:
- Reinforcement layers of thermal insulating composite systems
- Lime and cement plasters, concrete
- Lime/gypsum plasters
- Mineral, silicate and water-base coats and plasters with good adherence properties
- Sandwich type plaster boards
Not suitable on:
- Fresh lime finishes
- Plastics, varnish and oil films, distemper 

 The base surface must be cured and dry. Thoroughly stir KEMATERM GRUND 210 with slowly turning agitator. If
required, add a little water to improve processing consistency. Evenly apply KEMATERM GRUND 210 to the entire
surface with a roller or brush. We recomended adding a second priming coat in hot weather. If you do apply two priming
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required, add a little water to improve processing consistency. Evenly apply KEMATERM GRUND 210 to the entire
surface with a roller or brush. We recomended adding a second priming coat in hot weather. If you do apply two priming
coats (for instance due to varying absorption behaviour in different areas of the base), leave to dry for a minimum of 24
hours between each working cycle.
Do not mix with other coating substances. KEMATERM GRUND 210 can be rolled or brushed on. Work evenly and
without interruption.

 Mason brush or a roller.
 With water when still fresh.

  
 +5°C min./ +30°C max.
 +5°C min./ +30°C max.
 +5°C min./ +30°C max.
 

The air, material and base temperature during processing and binding must exceed +5°C
Times specified in the technical sheet were measured at the temperature of +23°C and relative air humidity of 50%.
With higher temperatures prescribed time can be shortened while prolonged at lower temperatures.
Protect freshly installed material from freezing, rain and other weather conditions. The material should not be used at
(surface, air, material) temperatures lower than +5°C.
High air humidity and low temperatures prolong, while high temperatures reduces the time required for coating to dry
and solidify.
Before applying an additional coat, observe a waiting period of no less than 24 hours.

Recommendation: Remains of the unhardened/unset material have to be removed in accordance with the legislation.

Data source: All technical data in this technical sheet was obtained by laboratory research. Actual data may differ due to different working
conditions.

Local restrictions: Due to specific local regulations the installed product can differ from country to country. For exact instructions for use a
country specific technical sheet should be obtained. 

 KEMATERM GRUND 210 is not a hazardous substance in accordance to the Chemicals Act. In the case of contact with eyes, wash with copious water.
If irritation does not stop, consult a physician. More data on storage, handling and use of mixture can be found in the safety sheet which contains
safety, toxicological and ecological data. Warnings on the original packaging should also be considered. 

 
Information and recommendations related to use of KEMA products are presented in good faith and believed to be correct. The later is based on our knowledge and
experience with the products. Information is supplied upon the condition that products are stored and used according to the recommendations and the persons
receiving the same will make their own determination as to its suitability for their purposes prior to use. No representations or warranties, either expressed or implied,
of merchantability, fitness for a particular purpose or of any other nature are made hereunder with respect to Information or the product to which information refers. In
no event will KEMA be responsible for damages of any nature whatsoever resulting from the use of or reliance upon Information or the product to which Information
refers. Nothing contained herein is to be construed as a recommendation to the use any product, process, equipment or formulation in conflict with any patent, and KEMA
makes no representation or warranty, expressed or implied that the use thereof will not infringe any patent. All orders fall under current sales and supply conditions. The
user should always check the latest technical sheet available upon demand.
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